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3.

1.

Building Introduction

Bucks County Justice Center

Doylestown, PA

Size: 273,000 GSF

Levels: 7 levels above grade (with penthouse)

2 levels below grade

Dates of construction: July 2011-Early 2015

Overall Project Cost: approximately $84 million
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Bucks County Justice Center

Existing Administration 

Building
1.
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Open Office 2520
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Open Office 2520
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Open Office 2520

Qualitative

Openness

Community

Views/Daylight

Criteria
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Open Office 2520

Quantitative

ASHRAE 90.1

Local control

Bilevel Lighting Control

Scheduled Shutoff

Manual on

Allotted LPD: 0.98 W/SF

Criteria
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Open Office 2520

ASHRAE 90.1

Primary sidelighted 

area
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Automatic Daylight 

Responsive Controls for 

Sidelighting



Open Office 2520

Quantitative

IES Handbook

Illuminance values

Eh: 300 lux @ 2ô-6ò

Uniformity

Avg: Min 1.5:1

Criteria
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Open Office 2520

Quantitative

Other Criteria

CCT: 3500K

CRI: Ó80

Life: long

Efficacy/Efficiency: 20% reduction over ASHRAE 90.1

Criteria
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Open Office 2520

11



Open Office 2520
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Open Office 2520
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Open Office 2520
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Open Office 2520
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40 4ô-0ò fixtures

Single 32 watt lamp

LPD of 0.9 W/SF



Open Office 2520

Equipment

Emergency Power

Generator connected

Exit signs

Basic egress lighting (~6 fixtures)

Final Considerations

17



Ceremonial Courtroom 4100
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Ceremonial Courtroom 4100
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Ceremonial Courtroom 4100

Qualitative

Respect

Dignity

Virtuous

Flexible

Criteria
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Ceremonial Courtroom 4100Criteria

Quantitative

ASHRAE 90.1

Local control

Scheduled Shutoff

Allocated LPD: 1.72 W/SF
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Ceremonial Courtroom 4100

ASHRAE 90.1

Primary sidelighted 

area

ASHRAE 90.1

Secondary 

sidelighted 

area

Automatic Daylight Responsive Controls for Sidelighting are required if either

1) The total of installed light in the sidelighted zone is Ó150 watts 

or 

2) The total of installed light in the primary and secondary sidelighted zone is Ó300 watts

Criteria
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Ceremonial Courtroom 4100Criteria

Quantitative

Other Criteria

CCT: 3500K

CRI: Ó80

Life: long

Efficacy/Efficiency: 20% reduction over ASHRAE 90.1
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Ceremonial Courtroom 4100

Jury Box
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Ceremonial Courtroom 4100

Attorneysô Tables
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Ceremonial Courtroom 4100

Bench and Clerks
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Ceremonial Courtroom 4100

Evidence Table
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Ceremonial Courtroom 4100

Projection Screen
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Ceremonial Courtroom 4100

Public Seating
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Ceremonial Courtroom 4100Criteria

Quantitative

IES Handbook

Location
Eh

(lux)

Height 

Eh

Ev

(lux)

Height 

Ev
Max:Avg Avg:Min Notes

Attorneysô 

Tables
500 2ô-6ò 200 4ô-0ò 2:1

AV 

Presentation, 

General

75 2ô-0ò 30 4ô-0ò 2:1
Note taking 

intended

AV 

Presentation 

Screen

50 2:1 Max value

Evidence 

Table
500 2ô-6ò 200 4ô-0ò 2:1

Jury Box 300 2ô-6ò 150 4ô-0ò 2:1

Public Seating 100 2ô-6ò 50 4ô-0ò 2:1

Witness Stand 300 2ô-6ò 150 4ô-0ò 2:1

Faces for 

Video 

Conferencing

300 4ô-0ò 400 3ô-5ô 1.5:1

Ev should be in 

the direction of 

the camera
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Ceremonial Courtroom 4100
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Ceremonial Courtroom 4100
Fabric Wrapped Panels

Handset Stone

Hardwood Panels

Dark Carpet

Acoustical Ceiling Panels

Hardwood

Materials

Projection Screen
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Ceremonial Courtroom 4100

Concept 1 33



Ceremonial Courtroom 4100

Concept 1 34



Ceremonial Courtroom 4100

Concept 1 35



Ceremonial Courtroom 4100

Concept 1 36



Ceremonial Courtroom 4100

Concept 2 37



Ceremonial Courtroom 4100

Concept 2 38



Ceremonial Courtroom 4100

Concept 2 39



Ceremonial Courtroom 4100

Concept 2 40



Ceremonial Courtroom 4100

Concept 3 41



Ceremonial Courtroom 4100

Concept 3 42



Ceremonial Courtroom 4100

Concept 3 43



Ceremonial Courtroom 4100

Concept 3 44



Ceremonial Courtroom 4100Final Considerations

Equipment
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Ceremonial Courtroom 4100Final Considerations

Emergency Power

Generator connected

All exit signs

Exitways, corridors, stairways, etc.

General room illumination

46



Main Lobby 1000
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